" MA-ERIAL SAFETY DATA-SHEET o

FOR COATINGS, RESINS AND RELATED MATERIALS

(Approved by U.S. Department of Labor "Essentially Similar” t';a Form OSHA-ZO)

DATE OF PREP.

Mar 13, 198

Section | DPm DS |

MANUFACTURER'SNAME  [WHTTTAKER CORP., BATAVIA COATINGS & CHEMICAL DIVISION

STREET ADDRESS 1500 LATHEM STREET CITY, STATE. AND ZIPCODE  BATAVIA, 1IL 60510
emerceNcy TELepHone no.(312)  879-6800 - : _ : . Lo ru.;. e
INFORMATION TELEPHONE NOo(312)  879-6800 S S

PRODUCT CLASS MANUFACTURERS CODE IDENTIFICATION

VINYL COATING | » ™ 32 R 34
TRADENAME #1393 Red Stop-Off

Section il — HAZARDOUS INGREDIENTS

TWw VAPOR
ING T PERCENT
e By Wt. PPM ma/M3 | B ec
Methyl Ethyl Ketone | 40 | 200 ° | 2.0z | 70.00
Acetone .. . . . .. 25 fwoo | . .| 2.6z 186.00
Propylene Oxide I £ .5 100 : 2.1 442,00

cem

Section lll — PHYSICAL DATA

'BOILING RANGE  Q4°F ~ 176°F . : . VAPORDENSITY II] HEAVIER, D LIGHTER, THAN AIR
EVAPORATION RATE D FASTER E]sn.owsn.*n—mw ETHER .  PERCENTVOLATILE %< T _WEIGHTPER -+ 0. Luel o
BYVOLUME 80% = GALLON 7,70 1bg

Section IV — FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION * . FLASHPOINT 10°F> R ‘ " LEL  SEE
FLAMMABLE LIQUID CLASS 1 A V o . ‘ ' - SECTION
EXTINGUISHING MEDIA * , ' , ‘ - , 1I

C02, FOAM, DRY CHEMICAL ’ T e

-

UNUSUAL FIRE AND EXPLOSION HAZARDS

STORE BELOW 120°F

SPECIAL FIRE FIGHTING PROCEDURES

WEAR SELF CONTAINED BREATHING APPARATUS

BOE-C6-0208896



SectionV — HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE SEE SECTION II
EFFECTS OF OVEREXPOSURE :

ACUTE HEADACHE, DIZZINESS, NAUSEA, SEVERE EYE IRRITATION ON CONTACT

-’
CHRONIC

EMERGENCY AND FIRST AID PROCEDURES

EYE CONTACT - FLUSH WITH WATER D) _OBTAIN MEDICAL ATTENTION
SKIN CONTACT - WASH WITH SOAPY WATER ) -- IMMEDIATELY «
INHALATION - REMOVE TO FRESH AIR D] 4

Section VI -~ REACTIVITY DATA

staBiLily [ JunstaBLE [ XY sTaBLE , . CONDITIONS TOAVOID
INCOMPATABILITY (Materials to avoid) UNKI\OWN ’ ) N/A
HAZARDOUS DECOMPOSITION PRODUCTS e S

HAZARDOUS POLYMERIZATION  [__] MAvOoccurR  [XX] WiLL NOT OCCUR
CONDITIONS TOAVOID '

: : Section VIl — SPILL.OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

REMOVE ALL SOURCES OF IGNITION. VENTILATE AREAS. REMOVE WITH INERT, ABSORBENT AND
NON-SPARTKING TOOLS . : ! IR .

WASTE DISPOSAL METHOD

INCINERATE IN AN APPROVED FACILITY. DO NOT INCINERATE IN CLOSED CONTAINER.

Section Vil — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION

VENTILATE WORKING SPACES TO BELOW THRESHOLD LIMIT VALUE . IF LOCAL EXHAUST NOT
AVAILABLE, USE BUREAU OF MINES APPROVED RESPIRATORY DEVICE. SEE BUREAU OF MINES
IC 8436 SUPT. OF DOCUMENTS. I RARIE RS o _ :

VENTILATION } R 1

LOCAL EXHAUST TO MAINTAIN VAPOR CONCENTRATION BELOW Tl-RESI-DLD LIMIT VALUE.

PROTECTIVE GLOVES REQUIRED FOR REPEATED OR PROLONGED CONTACT
EYE PROTECTION PROTECTIVE GOGGLES OR MASK REQUIRED TO PROTECT AGAINST SPLASH
OoTHER PROTECTIVE EQuipment EYE BATH RECOMMENDED

SectionIX — SPECIAL PRECAUTIONS

PRECAUTIONS TOBE TAKEN IN HANDLING AND STORING STORE BELOW 1200F

DOL STORAGE CATEGORY

OTHER PRECAUTIONS ‘ ' _ .

AVOID EXPOSURE TO VAPORS. GROUND CONTAINER WHILE POURING,
MINIMIZE DISTANCE OF FREE FALL TO AVOID STATIC ELECTRICITY GENERATION.

BOE-C6-0208897




